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(57) ABSTRACT

The invention applies to a pointing device of a mobile ele-
ment, for example a cursor, on a plane surface. The pointing
device comprises a first sensor for measuring the angular rates
of the device and a second sensor of the linear accelerations
along three dimensions of said device. Preferably, the first
sensor is a two-axis or three-axis gyrometer and the second
sensor is a three-axis accelerometer. The invention makes it
possible to render the movements of the mobile element in the
surface of the orientation in which the pointing device is held
by its user. This result is achieved by global resolution of the
angles of torsion by combining the measurements of the first
and second sensors either within an extended Kalman filter or
by application of an optimization criterion. The invention also
provides a method for estimating the parameters which char-
acterize motion and/or orientation of an object in space from
said combination of the measurements of the first and second
sensors either within an extended Kalman filter or by appli-
cation of an optimization criterion.
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1
MOTION CAPTURE POINTER WITH DATA
FUSION

This application is a national phase application under §371
of PCT/EP2009/058024, filed Jun. 26, 2009, which claims
priority to French Patent Application No. 0803632, filed Jun.
27, 2008, the entire content of which is expressly incorpo-
rated herein by reference.

BACKGROUND OF THE INVENTION

The invention relates to the use of an object instrumented
by motion sensors and used to convert movements of a user
carrying the object into movements of a point in a plane.
These objects can thus be designated generically by the term
“pointers”. The user normally holds the pointer in his hand,
although other modes of carriage may easily be envisaged
depending on the applications, such as fixing to the head or
one of the limbs of the carrier.

They may have diverse functions, notably: remote control
of an audiovisual apparatus (television, reader/recorder of
disks, hi-fi system), where the point is a program or a function
to be chosen from a menu; remote control of a household
apparatus where the pointer designates the apparatus and has
it execute a function; computer remote control where the
pointer is programmed as a function of the applications
executed by the computer; electronic games interface where,
depending on the game, the pointer may be an object manipu-
lated by the user (golf club, tennis racket, bowling ball, hand-
gun, hip gun or rifle, etc.); assistance for the man-machine
interface or remote control intended for persons with reduced
mobility (for example, fixing of a pointer to the head, the
spectacles, an earpiece, or any other part tied to the move-
ments of the head, so as to aid persons with motion deficiency
or who are unable to use a conventional hand-held mouse to
direct a pointer at the screen). In general, the pointer is
equipped with buttons which allow selection of a command,
which can be programmed to execute a function (or a service)
or to associate a different pointer state during the pointing
gesture (trajectory with button pressed vs trajectory with
button released, thereby making it possible for example to
take as information not the situation of a point on the screen
but a cursor trajectory that may itself be associated with an
action, etc.). The movements of the pointer in space comprise
rotations and translations. They can be measured by sensors
of various types: image sensors can measure rotations and
translations at one and the same time by comparison of suc-
cessive images and geometric transformations; a magnetom-
eter, an accelerometer or a single-axis gyrometer can measure
a rotation about said axis; a combination of magnetometers,
accelerometers and/or of gyrometers can measure the trans-
lations and rotations about several axes; a combination of
sensors of the previous types improve measurement accuracy,
redundancy allowing determination of confidence intervals;
the combination can comprise one or more cameras and sev-
eral magnetometric, accelerometric and/or gyrometric sen-
sors. Another rotation sensor, insensitive to accelerations,
may be a brightness sensor. If it is a photoelectric cell, it is
known that the amount of light received by said cell is pro-
portional to its light receiving area and to the cosine of the
angle of inclination of the rays with its normal. The light
source may be the sun, or some other quasi-pointlike source,
bulb type, situated far enough away for its emission rays to be
considered parallel to one another over the whole of the
volume of the gestural experience. To avoid problems of
changeable ambient brightness, it is advantageously possible
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to use a “fly’s eye” multi-facet type sensor, the angular direc-
tion of reception being the facet which measures the highest
luminous flux.

SUMMARY OF THE INVENTION

The general problem that these applications of motion
sensing pointers must solve is to take account of the manner
in which the user holds the pointer, in particular of the orien-
tation thereof in space. Indeed, if the pointer is held for
example at 45° instead of being held horizontally, a horizontal
or vertical motion of the pointer will be conveyed on the
screen at which it points by a diagonal motion. This phenom-
enon is known by the name “tilt” or torsion. It should there-
fore be corrected in order for the pointer to be usable.

A first procedure for solving this problem is to provide
mechanical means so that the sensors remain in a substan-
tially fixed position in the frame of reference of the screen
when the user imparts a torsion motion to the pointer. It is thus
possible to provide for the sensor or sensors to be mobile
within the pointer in the manner of a pendulum whose base
has sufficient inertia to remain substantially fixed in spite of
the torsion movements imparted to the pointer. Such a device
is disclosed by U.S. Pat. No. 5,453,758. It is also possible to
encapsulate said sensors in a stabilization device consisting of
apair of spheres tied to the pointer by rotation axles, as is the
case in a compass aboard a boat or an aircraft. Such a device
is disclosed by U.S. Pat. No. 5,440,326. A first drawback of
these mechanical devices for compensating for the torsion of
the pointer is that they are limited to restricted spans of angles
of'torsion and of rate of displacement. A second drawback is
that these devices are bulky. A third drawback resides in the
mechanical inertia of these devices and the delay in the hori-
zontal alignment induced, thus barring them from real-time
pointing applications.

A second procedure for compensating for this torsion of
the pointer consists in computing the angles of torsion by
using the measurements of some of the sensors embedded
aboard the pointer, notably accelerometers, and to thereafter
perform a transformation of the measurements of the other
sensors from the frame of reference of the pointer into that of
the screen by applying to said measurements one or more
rotation matrices whose coefficients are dependent on the
torsion angle or angles. Such procedures are disclosed nota-
bly by U.S. Pat. No. 5,902,968 where the main sensor is a
gyrometer and the sensor for computing the angles of torsion
is an accelerometer, patent application US 2004/0075650
where the main sensor is a camera coupled to accelerometers,
the combination allowing tilt correction, patent application
US 2002/0140745 where the main sensor is a GPS receiver
and the tilt correction sensor a set of accelerometers and U.S.
Pat. No. 7,158,118 where the main sensor consists of one or
more gyrometers and the tilt correction sensor consists of one
or more accelerometers. This procedure has the drawback of
providing noisy results insofar as the torsion angles are com-
puted with the measurements of some of the sensors only.

The present invention solves the problems not solved by
the prior art by affording a compact device able to compensate
for the orientation given to the pointer in a wide operating
span. Accordingly, the invention can implement several dif-
ferent resolution procedures based on data fusion. A first
group of such procedures uses observers; a second group uses
optimization criteria.

For this purpose, the present invention discloses a device
for pointing by a user at a mobile element in a plane surface,
said device comprising at least one first sensor for measuring
the angular velocities (w,, w,) of said device about at least
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two of its orthogonal axes (Y, Z), at least one second sensor
for measuring the linear displacements of said device in rela-
tion to said two axes (Y, Z) and a third orthogonal axis (X), a
module for computing the displacements (y, z) to be imparted
to the mobile element in the plane surface as a function of the
displacements (X, Y, Z) of the pointer in space, said compu-
tation module comprising a sub-module for compensating for
the torsion imparted to the pointing device by implementing
a data fusion algorithm applied to the outputs of the first and
second sensors, wherein said data fusion algorithm comprises
at least one non-linear operator which satisfies at least one of
the following conditions: its state vector comprises at least
one representation of the torsion chosen from the group con-
sisting of Euler angles and quaternions; its state model com-
prises at least one first-order differential equation of said
representation; its measurements vector comprises at least the
measurements of the second sensor in relation to the axes X,
Y, Z.

Advantageously, the first sensor is a two-axis gyrometer.

Advantageously, the first sensor is a three-axis gyrometer.

Advantageously, the second sensor is a three-axis acceler-
ometer producing the outputs a,, a , a..

X9 Sy Gz
Advantageously, the data merging algorithm is an
extended Kalman filtering.

Advantageously, the Kalman filter satisfies at least one of
the following conditions: its state vector (X) comprises at least
one angle of torsion (0, 1) of the pointing device; its state
model comprises at least the expression for the angular rate
() of said pointing device as a function of at least one of the
angles of torsion (0,1)); its measurements vector comprises at
least the outputs of the second sensor (ay, a,, a,).

Advantageously, the state vector of the Kalman filter is
initialized to a state [0, 1] chosen a priori and in that the a
priori estimation of the state vector (X,”) in the Kalman filter
sampling step k is computed through the following formula:

ol
=l ._|=]. +7,-
W Y

where T, is the filter sampling period.

w-\/w§+w%]

wX

Advantageously, the a priori estimation of the measure-
ments (¥,”) in the Kalman filter sampling step k is computed
through the following formula:

—sinf,
9 =| cost; -sinf,

cosf, -cosy,

Advantageously, the gain G of the Kalman filter is com-
puted through the following formulae:

a
i
oy g
c - ah
k= ox
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Advantageously, the correction of the state estimated a
priori in the Kalman filter sampling step k is computed
through the following formula:

ax i

Y=g K| ave [ =3

azk

Advantageously, the components w,, and w,, of the angular
rate in the reference frame of the user are computed through
the following formulae:

w, = cosfp-wy - sin@-wz
,

w = —Sinf- wy + cosf - sin - wy + cosh-cosy - wyz

Advantageously, the Kalman filter satisfies at least one of
the following conditions: the matrix P, of confidence
accorded to the initial value of the state (x,,) comprises chosen
values of the order of 107%; the matrix Q of confidence
accorded to its state model comprises chosen values, the
highest of which are slightly greater than the standard devia-
tion of the noise of the measurements of the first sensor; the
matrix R of confidence accorded to the measurement model
of the Kalman filter comprises chosen values, the highest of
which are slightly greater than the standard deviation of the
noise of the measurements of the second sensor.

Advantageously, the Kalman filter satisfies at least one of
the following conditions: its state vector (X) is a quaternion of
the form [cos a/2, sin /2 u,, sin /2 u,, o/2 u4]; its state
model is of the form:

90 0
1. wx
g==- ® H

2 g wy
g3 wz

its measurements vector comprises at least the outputs of the
second sensor (ay, a,, a,).

Advantageously, the components w,, and w,, of the angular
rate in the reference frame of the user are computed through
the following formula:

0 0

Wy wy
=49® ®q

Wy Wy

Wy Wz
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Advantageously, the Kalman filter satisfies at least one of Advantageously, the optimal resolution procedure is an
the following conditions: its state vector (X) is of the form [a, optimization having as criterion the function:
b, ¢, d]=[sin 8, cos 0, sin , cos }]; its state model is of the

form:

n
f= Z (measurements,,,sors — MEASUreMeNtS,ssimared )T .
i=1

0 -10 0 a
b 100 0 b (measurements,,,sors — MEASUreMentSygrimared)
lelTlo o o0 -1l
] 00 1 0]ld Y Witha pair of vectors (measurements,,,. .., measurement-
S psrimarea) Chosen from the group
its measurement model is of the form:
ax
15
ay
ax —a az
y=|ay |=|b-c measurements,,sors = 0orwy |
az b-d wy
20 wz
Advantageously, the components , and w,, of the angular —sing
rate in the reference frame of the user are computed through cosf-siny
the following formulae: cosd- costy
measurementSgimared = i 5
€08 - w, — sinf - w,,
2 Sing - singy - e, + cosy - w, + cosf - sin - ,,
wy=d-wy —c-wz . .
{ww ey A bcwy +bed wy Sinf- cosy - wy — siny - cy + cosd - cosy -
ax —sind
measurementS,sors = | dy |, MeasurementSygimareq = | COSH- sings
Advantageously, the state vector Qf the Kalman filter (x) is 5, a cosd - cosy
of the form [0, Ypw,, ,, w,] and in that its measurements
vector is of the form [ay, a,, a,, Wy, © 5, ©].
Advantageously, the state model of the Kalman filter is of The invention also provides a method for estimating
the form: parameters which characterize motion and/or orientation of
35 anobjectin space, said object being equipped with at least one
sensor providing information representative of the angular
b=a- \/ W} +wf velocities of the displacement of said object in relation to at
b= w, least two axes and of its torsion in relation to at least two
1 angles, wherein a data fusion algorithm chosen from the
Gu==7" 40 group of observers and of optimal resolution procedures sat-
1 isfies at least one of the following conditions: its state vector
=TT comprises at least one representation of the torsion chosen
oo L from the group of Euler angles and quaternions; its state

model comprises at least one first-order differential equation

45 of said representation; its measurements vector comprises at
least an information representative of the torsion.

Advantageously, the data fusion algorithm implements an

extended Kalman filtering.

Advantageously, the Kalman filter satisfies at least one of

50 the following conditions: its state vector (x) comprises at least

ax = —sind-cosy one angle of torsion (0, {) of said object; its state model

comprises at least the expression for the angular rate (w) of

said object as a function of at least one of the angles of torsion

(0, ¢); its measurements vector comprises at least the linear
5 accelerations (ay, a,, a,) of said object. Advantageously, the

state vector of the Kalman filter (x) is of the form [0,y, ®,,, w ,

o,,] and in that its measurements vector is of the form [ay, a,,

Az, Wy, Wy W]
or Advantageously, the non-linear operator implements an
optimal resolution procedure.

Another advantage of the invention is that it makes it pos-
sible to compensate for the angles of roll and of pitch, and not
only the former as is the case in most of the prior art docu-
ments. Furthermore, the present invention is compatible with
5 several types of sensors whose configuration can be chosen
wz = Sinf - CosYy - wy, — SInY - wy + s cosyy -, notably as a function of the objective cost of the application
and of the specified performance. An additional advantage is

where T is the time constant of the evolution model for the
angular rate and in that the measurement model is of one of
the following forms:

ay = —siny
az = cos@-cosy

Wy = sind - sinyr - wy + CosY -y + cosf-siny - w,,

wn

w7z = sind - cosy - cw, — siny - w,, + cosf-cosyy - w,,,

[
<

ax = —sind-cosyy

ay = —siny

az = cos@-cosy

wy = cosf-w, —sinf- w,,

Wy = sinf - siny - w,, + cosY - w,, + cosf - sin - ,,,

o
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that the parameters of the tilt compensation algorithm can
also be tailored as a function of said objective cost and of said
specified performance.

BRIEF DESCRIPTION OF THE DRAWINGS

The invention will be better understood, its various char-
acteristics and advantages will emerge from the description
which follows of several exemplary embodiments and its
appended figures of which:

FIG. 1 represents in a simplified manner the hardware
architecture of a pointer according to an embodiment of the
invention;

FIG. 2 illustrates the definition of the various reference
frames in which are computed the movements of a pointer and
of a cursor on a screen in an embodiment of the invention;

FIG. 3 illustrates the relations for switching between the
various reference frames of FIG. 2;

FIG. 4 explains the coordinates and the angles ofroll and of
pitch used in the description of the present invention;

FIG. 5 represents a pointing device in an embodiment
comprising a three-axis gyrometer;

FIG. 6 is a flowchart of the processing tasks in several
embodiments of the invention.

FIG. 1 represents in a simplified manner the hardware
architecture of a pointer according to an embodiment of the
invention.

The pointing device 10 or pointer advantageously has the
form and the shape of a television remote control, that is to say
it is of elongate form, able to be held in the user’s hand.
Alternatively, it may otherwise be fixed to one of the user’s
limbs, notably in games applications. The pointer is associ-
ated with amobile element able to move in a plane surface, for
example a screen or a writing surface. The movements of this
mobile element are controlled by the movements of the
pointer. The pointer is advantageously provided with buttons
on several of its faces to control the functions to which access
is made possible by the remote control. The pointer comprises
a power supply 60 and a channel of transmission 70 for the
object to be controlled. Radiofrequency transmission can be
effected with a Bluetooth waveform and protocol or with a
Wi-Fiwaveform and protocol (Standard 802.11g). Transmis-
sion can be performed by infra-red or by radiofrequency. The
transmitted signals are the commands corresponding on the
one hand to the depression of one of the buttons present on the
body of the pointer, which triggers the execution of a function
and on the other hand to the sensing of the movement of the
pointer so as to control the movements of a cursor on the
control screen of the object to be controlled. These control
signals are generated by the computation module 40 which
comprises a sub-module 50 for compensating for the torsion
imparted to the pointer by the user. This computation module
comprises a microprocessor, for example a DSP Texas Instru-
ments TMS320VC5509 for the most demanding applications
in terms of computation time, or a 32-bit microcontroller with
ARM core, for example one of those from the STR9 family,
notably the STROF12FAW32 from STM. The computation
module also preferably comprises a flash memory necessary
for storing the code to be executed and the permanent data
which it requires and a dynamic work memory. The compu-
tation module receives as input the outputs from two types of
sensors. On the one hand, angular velocity sensors 20 have the
function of measuring the rotations of the pointer in relation
to two or three axes. These sensors will preferably be gyrom-
eters. [t may be a two-axis gyrometer or a three-axis gyrom-
eter. The respective merits of these two embodiments are
discussed further on in the description in conjunction with the
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comments relating to FIG. 5. It is for example possible to use
the gyrometers provided by Analog Devices with the refer-
ence ADXRS300. Butany sensor capable of measuring angu-
lar rates or velocities is usable. It is in particular possible to
envisage a camera whose image processing compares succes-
sive images so as to deduce therefrom the displacements
which are combinations of translations and of rotations. It is
then necessary, however, to have a substantially greater com-
putational capability than that needed by a gyrometer. It is
also possible to use magnetometers, measurement of whose
displacement with respect to the terrestrial magnetic field
makes it possible to measure the rotations with respect to the
frame of reference of this field, it is for example possible to
use the magnetometers with the reference HMC1001 or
HMC1052 from the company Honeywell or KMZ41 from the
company NXP. Whichever sensors are used, their measure-
ments are read in the frame of reference of the pointer. If this
frame of reference is not identical, to within a position trans-
lation, to the frame of reference of the user and to the frame of
reference ofthe pointer, the measurements suffer a bias which
will give rise to inconsistent displacements of the mobile
element. This is why within the computation module 40 is
provided a compensation sub-module 50 the function of
which is to compute the displacements of the mobile element
in the plane surface as a function of the displacements of the
limb of the user holding the pointer, said function being
corrected for the impact of the torsion imparted to the pointer
by the user. The compensation sub-module recovers as input
the outputs from a second sensor 30 which measures the
linear accelerations of the pointer a, a,, a,. Preferably, the
sensor 30 is a three-axis accelerometer. Advantageously, the
sensors 20 and 30 are both produced by MEMS (Micro Elec-
tro Mechanical Systems) technology, optionally within one
and the same circuit (for example reference accelerometer
ADXI.103 from Analog Devices, LIS302DL from Thomson,
reference gyrometer MLX90609 from Melixis, ADXRS300
from Analog Devices). [fappropriate, the MEMS module will
be situated near the center of gravity of the pointing device,
except if a particular embodiment, such as that illustrated by
FIG. 5, justifies a different positioning. It will be noted, how-
ever, that a camera supplemented with an image processing
device can also replace the two sensors 20 and 30, the angular
rates/velocities and linear accelerations of displacement of
the pointer being deducible from a correlation of successive
images.

FIG. 2 illustrates the transformations of reference frames
making it possible to circumvent said torsion.

We define by the term screen reference frame the orthonor-
mal reference frame tied to the screen (xyz), the z axis being
directed downwards. The displacement of the mobile element
is defined in this reference frame along the axes y and z. A
second reference frame corresponds to the reference frame of
the device (XYZ), X being in the principal direction of point-
ing, Y toward the right and Z downwards from the device. The
last reference frame (uvw), named the carrier reference
frame, is associated with the part of the body which creates
the pointing motion. This reference frame is defined by refer-
ring the reference frame (XYZ) back to the horizontal plane.
The switch from the reference frame of the carrier to the
reference frame of the device is therefore performed through
two successive rotations (pitch 0, roll ). Moreover, the car-
rier not necessarily being placed facing the screen, the switch
from this reference frame to the screen reference frame (xyz)
is performed through a rotation (yaw ¢).

FIG. 3 illustrates the relations for switching between the
various reference frames of FIG. 2. We seek here to convey a
horizontal motion of the carrier (with rotation) as a horizontal
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displacement of the mobile element and a vertical motion of
the carrier (with rotation) as a vertical displacement of the
mobile element. Intuitively, we see that even if the user is not
facing the screen (non-zero angle of yaw), the result will not
be modified since the movements will always be made in a
horizontal and vertical manner. Consequently, the rotations
must be measured in the reference frame of'the carrier and not
in the screen reference frame. The angle of yaw, conveying
the rotation from the screen reference frame to the reference
frame of the carrier, does not therefore pose us a problem.

A horizontal displacement of the mobile element is there-
fore defined by a rotation about the axis w, measured by w,,
and a vertical displacement by a rotation about the axis v,
measured by m,.

We define the standard position of the device as being the
position in which the reference frames (uvw) and (XYZ) are
aligned, i.e. the pitch and roll angles are zero. The device is
then situated in a horizontal plane, rotated with respect to the
screen reference frame by an angle of yaw.

When the device is in this position, the angular rates mea-
sured by the two-axis gyrometers (wy-and w,) are equal to m,,
and w,,, respectively. These two values give direct informa-
tion on the horizontal displacements (rotation about the axis
w represented by m,,) and vertical displacements (rotation
about the axis v represented by w,) and therefore the displace-
ment of the mobile element on the screen (d-and d,,), doing so
whatever the angle of yaw may be.

On the other hand, when the device is no longer in a
standard position (roll and/or pitch angles being at non-zero
positions, therefore reference frames (uvw) and (XYZ) are
not aligned) and the carrier performs vertical and horizontal
displacements (rotations about the axes v and w), the mea-
surements wy and w,, are different from w, and w,,. It is
therefore not possible to associate them directly with the
displacement of the mobile element on the screen. It is then
necessary to know the orientation of the reference frame of
the device with respect to the reference frame of the carrier
(horizontal plane), therefore the angles of pitch and roll, so as
to refer the gyrometric measurements, w, and w,, to the
reference frame of the carrier (uvw) and deduce therefrom the
displacements d,, and d,.

The device of the invention makes it possible to determine
the angular rates o, and w,,, while taking into account pitch
and roll angles, if relevant.

FIG. 4 explains the coordinates and the roll and pitch
angles used in the description of the present invention. The
rotation matrix R expressing the rotation for switching from
the reference frame (uvw) to the reference frame (XYZ) is:

cosf 0
R =| sinf-siny

—sind Eq. 1

cosyy  cosf-siny

sinf-costy —siny cosf-cosyy

The accelerometric and gyrometric sensors return respec-
tively the measurements denoted (a4, a;, a,) and (0, ®,) in
the reference frame (XYZ) of the pointing device. The prob-
lem to be solved is therefore to express these measurements in
the reference frame (uvw):
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wx = o8O w, —sind- w,, Eq. 2
Wy = sinf - sin -, + cosY - w, + cosf-sin - ,,

Wz = sind - cosy -, — sin - w, + cosf-cosy - w,,

ay = —sind

ay = cosf- sinyr

az = cosf- cosy

The solutions proposed in the prior art for effecting this
change of reference frame, notably those disclosed by U.S.
Pat. No. 7,158,118 which employs MEMS micro-accelerom-
eters and micro-gyrometers, are characterized by two main
points:

compensation for the angle of roll of the device with

respect to the carrier so as to eliminate its influence on
the displacement of the mobile element on the screen;
this is generally performed by virtue of the acceleromet-
ric measurements; on the other hand, although the angle
of pitch gives rise to disturbances similar to the angle of
roll, it is not compensated for;

analytical resolution of the equations for changing refer-

ence frame; nevertheless, in this case, the sensor mea-
surements are used without any prior processing and the
angle of roll is determined only on the basis of the
accelerometric measurements; the displacement of the
cursor on the screen may therefore be impaired when
vibratory disturbances are present (environment, low-
amplitude hand tremble equivalent to increased mea-
surement noise, failed sensor) or when abrupt move-
ments are made. Indeed, these phenomena are measured
directly by the accelerometers but are nevertheless not
corrected by the analytical equations, hence the result is
degraded. This implementation is therefore not very
robust.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENT

In a favored embodiment of the invention, the estimation of
the angles of roll and of pitch is simultaneous and is done by
a data fusion procedure, thus making it possible to improve
the robustness of the displacement of the mobile element on
the screen in relation to the orientation of the device with
respectto the carrier. Two classes of resolution procedures are
usable: procedures calling upon observers; those using an
optimization criterion. In the first group, a favored embodi-
ment calls upon an Extended Kalman Filter (EKF). In a
Kalman filter, an innovation computed on the basis of a mea-
surement vector which corrects with the gain of the filter, the
state vector estimated a priori by a state model is inserted at
the sampling frequency. The extended version of the Kalman
filter makes it possible to use non-linear state and measure-
ment models. The procedure is described in greater detail
further on in the description. By employing this filtering
technique, it has become possible to merge the accelerometric
and gyrometric measurements so as to estimate the roll and
pitch angles. In this way, the errors present in the measure-
ments (measurement noise, disturbances, etc.) mutually com-
pensate one another. An operation of smoothing the sensor
measurements is thus performed, thereby culminating in a
solution which is optimal and therefore robust to vibratory
disturbances. This represents a definite advantage for the
employment of the device by creating a displacement of the
mobile element on the screen devoid of any tremble. An
exemplary optimization procedure is given further on in the
description.
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FIG. 5 represents a pointing device in an embodiment
comprising a three-axis gyrometer. As indicated above, the
sensor of angular rates/velocities can have two or three axes.
In the first case, this can entail two single-axis sensors or a
two-axis sensor. The invention makes it possible to compute
the displacement of the mobile element in a plane surface on
the basis of the movements of the pointer for small values of
the angle of pitch (less than 30°). This condition is fulfilled in
most pointing applications, except perhaps in games where
the amplitude of the movement is particularly significant. The
choice of a gyrometer with two measurements axes is a solu-
tion which is simpler and less expensive to implement than a
solution based on a three-axis gyrometer. In this second solu-
tion, the pointing device comprises for example a three-axis
accelerometer MEMS sensor 20 and a three-axis gyrometer
MEMS sensor 30 composed of three single-axis or of one
single-axis and of one two-axes. The third gyrometer axis
makes it possible to circumvent the constraint on the value of
the pitch angle. The compensation of the pitch and roll angles
is total, the displacement of the cursor on the screen then
becomes independent of the orientation of the device on the
carrier. An exemplary application is presented in FIG. 5. The
sensors are positioned in the top part of the device whose
orientation is different from the bottom part, held by the
carrier. The sensor axes are defined by the reference frame (X,
Y, 7). When the carrier of the device performs a rotation about
the axis w, the gyrometer, placed in the inclined part of the
device, detects a rotation around the axes X and Z, dependent
on the angle of pitch 8. The determination of the angle 6
coupled with the knowledge of the measurements of angular
rate around the axes X and Z then makes it possible to deduce
therefrom the angular rate/velocity about the axis w. The
advantage of a three-axis gyrometer measurement can also be
highlighted on a device whose shape does not make it pos-
sible to define a reference orientation, this being for example
the case for a spherical device, no reference frame of which
makes it possible to determine the orientation.

FIG. 6 is a flowchart of the processing tasks in an embodi-
ment of the invention. The processing tasks effected are dis-
tinguished in the two embodiments indicated above (two-axis
or three-axis gyrometer) solely by the fact that in the first case
the angular rate/velocity about the axis X of the pointing
device is taken equal to zero and therefore eliminated from
the models and computations. In the embodiment repre-
sented, the torsion compensation operation is performed in
two steps, a step 1 of estimating the angles 6 and 1 of pitch
and of roll by an EKF and a step 2 of computing the angular
rate components m,, o,, related to the displacement of the
mobile element with respect to the frame of reference of the
user.

The EKF is the non-linear version of the Kalman filter. See
for example: KALMAN R. E. A new approach to linear
filtering and prediction problems. Tramsactions of the
ASME—Journal of Basic Engineering, 82, p. 35-45, 1960;
WELCH G., BISHOP G. An introduction to the Kalman
Filter. SIGGRAPH 2001. The problem is solved by this family
of filters in a statistical manner by minimizing the estimation
error covariance. Consequently, the Kalman filter, used in its
initial form, is an optimal resolution procedure. When the
problem is defined in a non-linear manner (EKF), the propa-
gation of the covariance of the error of the state variables is
computed by virtue of the jacobian matrices defined at the
current value of the state variables. A linearization is therefore
necessary at each computation step, and this may be a source
of numerical instabilities and consequently of divergence of
the solution. Nevertheless, the EKF is the filter most widely
employed on the physical methods given its robustness and
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the quality of the results obtained. The implementation of this
filter is done in a favored manner by using the factorization of
type known by the acronym “QR” of the EKF proposed by
Barraud (BARRAUD A. Outils d'analyse numérique pour
l'automatique [Numerical analysis tools for automation].
Published by Hermes—Lavoisier, Paris, 2002). This imple-
mentation exhibits the advantage of offering better stability of
the covariance matrices than the standard implementations of
the EKF. This algorithm is recalled succinctly below.

We begin by initializing a state vector which comprises the
variables representative of the state of the system:

£0=Efxo] Eq.3

P ozEl(xo—fo)(xo—fo)TJ:P OJTP o_f

where
X,: initial state vector (k=0)
P,: covariance matrix tied to the initial state error
P, ; factorized form of the matrix P, of covariance of the
state error (P,=P, P, ).
E[x] is the mathematical expectation
T is the matrix transposition operator.

On the basis of the following other notation:
X1 State vector estimated at the instant k on the basis of the
instant k-1
X state vector estimated at the instant k on the basis of the
instant k
Y. measurements vector
¥, estimated values of the measurements vector
f, h: functions of the states model, of the measurement model
two models for predicting the evolution of the state vector and
the measurements vector are then defined:

Eq. 4

Tt T 1511

I=h 1)
we then define the corrections to be applied to the state vector,

taking account of the covariances of the modeling noise (Q)
and of the measurements noise (R):

af Eq. 5
A = -
k= ox s
Fk—1k—1
9h Eq 6
Ci= 5 .
Xk—1lk—1
Rf 0 Eq. 7
M=|Ps-CT Pp.AT
0 oy
L K Eq. 8
HM =gr(M)=|0 Ps
0 0
G=k".LT Eq. 9
B = Xpe-1 + G- e = 3) Eq. 10

where:

A, jacobian matrix of the function f of the state model,
computed at X, ;.

C,: jacobian matrix of the function h of the measurement
model, computed at X,_;_;

HM: triangularization of M by orthogonal factorization

R, factorized form of the matrix R of covariance of the
measurement noise (R:RfT R).
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Q, factorized form of the matrix Q of covariance of the
modeling noise (Q=Q,”Q)).
G is the quantity that is generally called the gain in a Kalman
filter. It will be noted that the matrices are in fact computed at
each sampling step, the index k having however been omitted
above so as make it easier to read the formulae.

In a first embodiment, the state vector chosen to solve the
problem is: x=[6}]. Where 0 and 1 are respectively the pitch
and roll angles. The measurements vector is: y=[a, a, a]
(measurements of the accelerometer or accelerometers). The
equations of the state model are obtained on the basis of the
expression for the annular rate:

¢—¢-sin0 Eq. 11

w= ¢-cos@-sin¢+é-cosw

@+ cosf-cosy — 0. siny

here the angle ¢ represents the angle of yaw making it pos-
sible to switch from the reference frame (uvw) to the refer-
ence frame (XYZ). However, given the definition of these
reference frames, this angle is zero and therefore its derivative
also.

The expression for w becomes:

; Eq. 12
w q
W= é-cosw

—é-simp

there therefore exist three relations conveying the evolution
of O:

wz Eq 13

=- v
_ Wy Eq. 14
" cosyr

Eq. 15

0=a Wy +ws

with o=+1.

We choose to use equation 15 which makes it possible to
involve the two or three gyrometric measurements, thereby
enhancing the robustness of the filter (joint use of the gyrom-
eter and accelerometer measurements). The parameter o is
then determined with one of the other two expressions. The
gyrometric measurements are therefore used as input vari-
ables for the model.

We note moreover that w, is equal to the derivative of the
roll angle.

The equations of the state model are therefore:

é:w-\/w§+w% Eq. 16

¢=wx

in the embodiment with sensor of angular rates in relation to
two axes, it will be assumed that m,=0.
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The equations of the measurement model are:

y = measurementSceerero = RO, ¢)-Go Eq. 17
cosfl 0 —sinf
with R(O, ) =| sinf-siny cosyy cosf-siny
sinf-cosyy —siny cosf-cosyy
and Go=[0 0 1]
—sinf Eq. 18
ie. y=| cosf-siny
cosf-cosyy

Finally, the angular rates in the reference frame of the user
are determined by the relations:

{wv = cosyy - wy — siny - wz Eq. 19

Wy, = —sinf - wx + cosf - siny - wy + cosf-cosy - wz

The various steps of the algorithm implemented in the
Kalman filter are now detailed below.

In the initialization step, the initial state vector x, is taken
equal to zero or to a state [0, 1] chosen a priori:

Xp=[00] or Xe=[0gwq] Eq. 20

The estimation of the torsion is then carried out within the
extended Kalman filter through the succession of the follow-
ing computations:

a priori estimation of the state vector by numerical integra-
tion of the chosen dynamic model (in the following
equation, T, is the sampling period):

o Py Eq. 21
[ O .2 2 q
j\CI::[A,:]:[A,(1]4—7;.[0[. wy+wz]
W Yt Wy
a priori estimation of the measurements:
—sind, Eq. 22

9 = | cosb, -sing,

cosfy, -cosil,

computation of the gain G of the Kalman filter (use of the
factorized form of QR type of the EKF), defined by
equations 7, 8 and 9.

correction of the a priori estimated state:

ax.i Eq. 23

X=X +Kio|| ave |- 3,

azk
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The components w, and w,, can then be computed through
the following formulae:

{ Wy = cosfp-wy - sin@-wz Eq. 24

Wy, = —sinf - wx + cost - sin - wy + cosf-cosyf - wz

To implement the algorithm of the EKF, it is necessary to
determine a series of parameters relating to the confidence
accorded to the initial state, these being grouped together in
the matrix P, to the state model, these being grouped together
in the matrix Q, and to the measurement model, these being
grouped together in the matrix R.

These parameters are then adjusted by trial and error. Nev-
ertheless, a few general indications can be given. The matrix
P, conveys the confidence accorded to the initial value of the
state. The initial state is assumed to be zero, and this may be
fairly remote from reality. It is therefore not necessary to
accord it an overly high confidence, hence a relatively high
value of P, (of the order of 1072).

The matrix Q conveys the confidence accorded to the state
model. The inaccuracy of the evolution equation for 0 arises
from the numerical inaccuracy during the integration of the
equations but also from the noise of the gyrometric measure-
ments. The values chosen for the 0-related elements of the
matrix Q are therefore slightly greater than the standard
deviation of the gyrometer’s measurements noise. The values
chosen for the 1p-related elements will be lower (ratio about
107).

The matrix R conveys the confidence accorded to the mea-
surement model. The inaccuracy of the latter is related to the
measurements noise but also to the inherent accelerations
measured by the accelerometers (hand tremble, abrupt move-
ments, etc.). The values chosen for this matrix are therefore
slightly greater than the standard deviation of the accelerom-
eter’s measurements noise.

Several variant embodiments are possible. For some, it is
advantageous to retain a two-step algorithm which makes it
possible to minimize the number of state variables of the
Kalman filter.

A first variant embodiment consists in replacing the angles
of torsion 0 and 1y by a quaternion formulation of the same
torsion. This variant exhibits the advantage of avoiding the
computations of the sines and cosines of the pitch and roll
angles that are greedy in terms of computational power. Gen-
erally, a rotation quaternion is defined by 4 elements:

a
g0 9o =057 Eq. 25
1
g= 7 with 1 “
92 &
g = sz |
qs

g3 us

a being the angle of rotation and

23}
203

U3

the axis of this rotation the following state vector is chosen:

X=[90919293]
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the state model is as follows:

g0 0 Eq. 26
1 la wx
q9=5" ®
2 q wy
q3 wz

® symbolizing the multiplication of two quaternions.

w,=0 in the case of a sensor of angular rates with two mea-
surement axes.

The measurement model is:

Y=[ayayay]

The angular rates w, and ®, are thereafter obtained
through the equation:

0 0 Eq. 27
Wy wy
=49® ®9
Wy wy
Wy wz

q being the quaternion conjugate to q (i.e. if g=q0+q1i+q2-j+
93k, =q0-q1-i-g2j-q3 k).

A second variant of the algorithm with two steps elimi-
nates, relative to the first embodiment which has been
described, the direct computation of the pitch and roll angles.
This also makes it possible to save computation time. Never-
theless, in this variant, there is no coupling of the gyrometric
and accelerometric measurements in the Kalman filter. It is
therefore possible that the resistance to tremble may be
reduced. The following state vector is used:

a sinf Eq. 28
b cost
c|” singy
d cosy
The state model is
a 0 -10 0 a Eq. 29
b |1 0 0 ofls
k= =
[ 0 0 0 -1 c
P 0 0 1 0 d
and the measurement model:
ax -a Eq. 30
y=|ay |=|bc
az b.d

These models apply equally to the device with a sensor of
angular rates/velocities in relation to two axes and in relation
to three axes.
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The angular rates/velocities w, and w,, are thereafter
obtained through the equations, in the case of a two-axis
measurement of the angular rate/velocity:

{wV:d-wy—c-wZ Eq. 31

wy=b-crwy+b-d-wyz

in the case of a three-axis measurement of the angular rate/
velocity:

{wV:d-wy—c-wZ Eq. 32

Wy=a-wy +b-c-wy+b-d-wyz

Equation 32 reduces to equation 31 in the case of a two-axis
measurement by taking w, equal to zero as seen in the other
variants.

In the embodiments described above, the algorithm is
decomposed into two main steps, with the advantage of
decreasing the dimension of the state vector and of simplify-
ing the computations in the filter. Nevertheless, a variant
consists in solving the problem in a single step. The state
vector and the measurement vector then become:

*=[0p0,0,0,]

y=[axayaz0,0y07]

=0 in the case of a sensor of angular rates/velocities with
two measurement axes. In this variant, we propose to define
the angles 6 and  as being the angles of rotation conveying
the switch from the reference frame (XYZ) to the reference
frame (uvw), the rotation inverse to the previous case. This
makes it possible to express 6 and 1 on the basis of the
angular rate/velocity vector expressed in the reference frame
(uvw). The state variables are therefore related by the equa-
tions of the state model thus rendering this formulation more
robust.
The state model is:

Eq. 33

where T: time constant of the evolution model for the angu-
lar rate (s).
The measurement models are different depending on
whether the measurements of two axes or of three axes of
angular rate/velocity sensors are used. In the two-axis case:

ay = —sinf-cosyy Eq. 34
ay = —siny

az = cos@-cosy

Wy = sinf - siny - w,, + cosY - w,, + cosf - sin - ,,,

w7z = sind - cosy - cw, — siny - w,, + cosf-cosyy - w,,,

18

In the three-axis case:

ay = —sinf - cosy Eq. 35
5 ay = —siny

az = cosf- cosy

wy = cosf-w, —sinf- w,,

Wy = sinf - sin -, + cosY - w, + cosf-sin - ,,

Wz = sind - cosy - cw, — siny - w, + cosf-cosy - wy,
10

It should be noted that this formulation gives rise to an
increase in the number of adjustment parameters. Moreover,
the choice of the evolution model for the angular rate/velocity
is generally tricky since no physical law makes it possible to
describe “the random motion” of the carrier of the device.
Nevertheless, this embodiment exhibits the advantage of
affording access to an estimation of the component w,, of the
angular rate without necessarily using the measurement o

The Extended Kalman filter comes into the category of
non-linear observers. This filter is generally employed on
account of its robustness and the quality of the results
obtained. Nevertheless, it may be prone to numerical insta-
bility problems and to a lack of proof of convergence. Other
observers, such as high-gain observers or else sliding-horizon
observers, may be used, their convergence being mathemati-
cally provable. These observers also exhibit a restricted num-
ber of adjustment parameters, hence ease of implementation.
It will be possible to perform the latter by using the state and
measurement models described previously.

The previous information taken into account in the
embodiments of the invention comprising an EKF to describe
the state evolutions and the measurement models can also be
used in the case of the procedures comprising a non-linear
operator with minimization of a cost or of an error. The
measurement models are generally taken into account in the
error criterion which globally measures the distance between
the real measurement at the instant t and the measurement
predicted by the model knowing the estimation of the state at
the instant t-1. The model of the evolution of the state for its
part is, in general, exploited to fix the starting value of these
error minimization procedures. The evolution functions are
applied to the previous state estimation, thereby making it
possible to predict the following state, as starting data for the
optimization function.

Thus, the compensation of the angles of torsion can also be
effected through an optimal resolution procedure not calling
upon an observer. Among the optimization procedures of this
type mention may, for example, be made of gradient descent,
Newton optimization, or an optimization procedure termed
quasi-Newton, etc. As in the case of the Kalman filter, two
different formulations can be implemented:

joint optimization of the variables 6 ¢y w, ®, ,,,

estimation in two successive steps: estimation of the angles

[6 1] by optimization and then analytical computation
of w, and w,, using equation 19.
Inboth these cases, the optimization criterion is defined by:
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f= Z (measurements; s — MeEASUreMeNtS,gimared )T .
i=1

(measurements;,,,sors — MeASUreMentSygimared )
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with in the case of the first formulation (one-step resolution),
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ax Eq. 37
ay
az
measurementSye,sors =
s 0 ou wy 5
Wy
wz
—sinf Eq. 38
cosf - sinyy 10
cosf- cosy
€08 - w, — sinf - w,,
measurementSesrimared = . .
sind - singy - e, + cosy -
9. sin -
w, + cosf - siny - w,, 5
sind - cosy - (w,, — siny -
Wy + cosO - cosy - oy,
and in the case of the second formulation (two-step resolu-
tion), 20
ax Eq. 39
measurementSe, sors = | Ay
25
az
—sinf Eq. 40
measurementS,gimared = | €OSO - siny
cosfl - cosy
30
It will be noted that for certain applications where the
saving of computational power is more important than the
smoothing of tremble and other disturbances of the accelero-
metric measurements, an analytical resolution procedure may 3s
be preferred to an optimal resolution procedure.
In this case, the analytical resolution is done in two steps:
computation of the cos/sin of the orientations 6 and 1y on
the basis of the expression for the accelerometric mea-
surements (Eq. 2), we deduce: 40
{0050: ++/a} +a} Eq. 41
sinf = —ay
45
y=—
CosYf = ——/——
£/a} +ad
ing ay
SIY = ——/——
£/a} +d 50
we make the assumption that the angle 6 lies between
x 55
2
and
60
T
+3

thereby making it possible to remove the indeterminacy 45
in the sign of cos 6:

— 2 2
cos O=+Vay +a,”.

20

Computation of m, and w,,

Wy wy Eq. 42
wy | = RT wy
Wy wz
Wy = c0osB- wx + sinf - siny - wy + sinf- cosyy - wz Eq. 43

W, = CosY - wy — sing - wz

Wy, = —sinf - wx + cosf - siny - wy + cosf-cosy - wz

The examples described above are given by way of illus-
tration of embodiments of the invention. They in no way limit
the field of the invention which is defined by the claims which
follow.

The invention claimed is:

1. A pointing device for pointing by a user at a mobile
element in a plane surface comprising a reference frame, said
pointing device comprising:

at least one first sensor for measuring angular velocities
(wy, ®,) of said pointing device about at least two
orthogonal axes (Y, Z) of the pointing device;

at least one second sensor for measuring linear accelera-
tions (ay, ay, a,) of said pointing device in relation to
said two axes (Y, Z) and a third orthogonal axis (X); and

a module for computing displacements (dy, dz) to be
imparted to the mobile element in the plane surface as a
function of rotations of the pointing device in space, said
computation module comprising a sub-module for com-
pensating for torsion imparted to the pointing device by
implementing a data fusion algorithm, wherein said data
fusion algorithm is configured for:

1) receiving as input at least measurements by the first
sensor of angular velocities (w;, m,) and by the sec-
ond sensor of linear accelerations (ay, a,, a,); and

ii) estimating from said measurements a state vector
comprising variables representative of a torsion
imparted to the pointing device relative to a horizontal
plane of a reference frame of the user and further
providing at least angular velocities (w,, ®,,) of the
pointing device in the reference frame of the user
which provide torsion-compensated displacements
(dy, dz) of the mobile element in the reference frame
of the plane surface of the mobile element.

2. The pointing device of claim 1, wherein the first sensor
is a two-axis gyrometer.

3. The pointing device of claim 1, wherein the first sensor
is a three-axis gyrometer.

4. The pointing device of claim 3, wherein the angular
velocities (w,, ®,,) in the reference frame of the user are
computed from the first sensor angular velocities, using the
variables representative of a torsion.

5. The pointing device of claim 1, wherein the second
sensor is a three-axis accelerometer producing outputs (ay,
Ay, ).

6. The pointing device of claim 1, wherein the data fusion
algorithm implements a Kalman filter.

7. The pointing device of claim 6, wherein the Kalman
filter satisfies at least one of the following conditions:

a state vector (x) of the Kalman filter comprises at least one

angle of torsion (0, ) of the pointing device;

a state model comprises at least an expression for an angu-
lar rate (w) of said pointing device as a function of at
least one of the angles of torsion (0, \); and

a measurements vector of the Kalman filter comprises at
least the outputs of the second sensor (ay, ay, a,).
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8. The pointing device of claim 7, wherein the state vector
of the Kalman filter is initialized to a state [0, 1),] chosen a
priori and in that an a priori estimation of the state vector (x,7)
in a Kalman filter sampling step k is computed through the
following formula: 5

5c;=[(:9;,]=[?k71]+n-[“' Vi +o; ]
Wy Wit

W 10
where T, is a filter sampling period.

9. The pointing device of claim 7, wherein an a priori
estimation of the measurements (¥,”) in a Kalman filter sam-
pling step k is computed through the following formula:

—sin@,:
I =| coshy -sin, 20
cosdy - cos@,:.

10. The pointing device of claim 7, wherein a gain G of the ’s
Kalman filter is computed through the following formula:

a
Ay = B_i .
k—1lk—1 30
c ah
k= 72
dx S 1le-1
Ry 0
M=|P;-C" ppoAT 35
0 Qf
L K
HM =qr(M)=|0 Py
0 0 40
G=K"-L'".

11. The pointing device of claim 7, wherein a correction of ¢
the state estimated a priori in a Kalman filter sampling step k
is computed through the following formula:

ax.k 50
X=X + K| | ava | -3 |
azk

12. The pointing device of claim 7, wherein the compo- 55
nents », and w,, of the angular rate in the reference frame of
the user are computed through the following formula:

Wy = cosfp-wy - sin@-wz 60
Wy = —sin@-wx + cos@-sinfp-wy + cos@-cosfp-wz .

13. The pointing device of claim 7, wherein the Kalman

filter satisfies at least one of the following conditions: 65

a matrix P, of confidence accorded to an initial value of a
state (x,) comprises chosen values of an order of 1072;

22

a matrix Q of confidence accorded to the state model com-
prises chosen values, a highest of which are greater than
a standard deviation of a noise of the measurements of
the first sensor;

amatrix R of confidence accorded to a measurement model
of the Kalman filter comprises chosen values, a highest
of which are greater than a standard deviation of noise of
the measurements of the second sensor.

14. The pointing device of claim 6, wherein the Kalman

filter satisfies at least one of the following conditions:

a state vector (x) of the Kalman filter is a quaternion of a
form [cos o/2, sin a/2 1, sin /2 u,, /2 u,];

a state model of the Kalman filter is of the form:

90 0
1 |q wx
g=5" ® ; and
2 g wy
g3 wz

a measurements vector of the Kalman filter comprises at
least the outputs of the second sensor (ay, ay, a,).

15. The pointing device of claim 14, wherein the compo-

nents w,, and w,, of an angular rate in the reference frame of
the user are computed through the following formula:

0 0

Wy wy
=4® ®7

Wy Wy

Wy wz

16. The pointing device of claim 6, wherein the Kalman
filter satisfies at least one of the following conditions:
a state vector (x) of the Kalman filter is of a form [a, b, c,
d]=[sin 6, cos 0, sin ), cos }];
a state model of the Kalman filter is of the form:

0 -10 0 a
b 1 0 0 0 b
k= = ;and
¢ 0 0 0 -1 ¢
] 0 0 1L 0 d

ax —-a
y=l|ay |=|b-c
az b-d

17. The pointing device of claim 16, wherein the compo-
nents w, and w,, of an angular rate in the reference frame of
the user are computed through the following formula:

{wv:d-wy—c-wz

Wy =—a Wy +bc-wy+b-dwy

18. The pointing device of claim 6, wherein a state vector of
the Kalman filter (x) is of a form [6,1, ®,,, ®,, ®,,] and in that
a measurements vector of the Kalman filter is of a form [a,,

Ay, 8z, Wy, Wy, W]
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19. The pointing device of claim 18, wherein a state model
of the Kalman filter is of a form:

)=q- 2 2
0=« \/wv+ww
¥=wy
. 1
Wy = =~ Wy
T
Wy ===ty
T
. 1
oy ===y
T

where T is a time constant of an evolution model for the
angular rate and in that a measurement model is of one of the
following forms:

ax = —sind-cosyy

ay = —siny

az = cos@-cosy

Wy = sinf - siny - w,, + cosY - w,, + cosf - sin - ,,,
w7z = sind - cosy - cw, — siny - w,, + cosf-cosyy - w,,,

or

ax = —sinf-cosyy

ay = —siny

az = cosf-cosy

wy = cosf-w, —sinf- w,,

Wy = sinf - siny - w,, + cosY - w,, + cosf - sin - ,,,

Wz = sind - cosyy - cw, — siny -, + cosf - cosy - wy,..

20. The pointing device of claim 1, wherein the data fusion
algorithm implements an optimal resolution procedure.

21. The pointing device of claim 20, wherein the optimal
resolution procedure is an optimization having as criterion a
function:

n
f= Z (measurementsS,sors — MEASUrEMENt S, ssimared )T .
i=1

(measurements,,sors — MEASUreMeNtS,simared )
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with a pair of vectors (measurements
measurements, .. .. chosen from a group

sensorss

5 ax
ay
az
measurementS e sors = R
0 or wyx
wy
10
wz
—sind
cosf - sinyy
cosf- cosy
measurementSygimared = . B
15 €08 - w, — sinf - w,,
Sing - singy - e, + cosy - w, + cosf - sin - ,,
Sinf- cosy - wy — siny - cy + cosd - cosy -
ax —sinf
20 measurementSensors = | @y |, MeasUreMeNntSsrimared = | COSH - sinyyr
az cosf - cosy
22. The pointing device of claim 1, wherein the state vector
further comprises the angular velocities (m,, ®,,) in the ref-
25

erence frame of the user.

23. A method for controlling displacements of a mobile
element in a plane surface using a freely moveable object in
three-dimensional space, said object being equipped with at
least one first sensor for measuring angular velocities (®y,
) of said object about at least two of orthogonal axes (Y, Z)
of the object and at least one second sensor for measuring
linear accelerations of said object in relation to said two axes
(Y, Z) and a third orthogonal axis (X), the method comprising,
by a processor carrying out instructions of a data fusion
algorithm for performing the steps of:

i) receiving as input at least measurements by the first
sensor of angular velocities (wy, m,) and by the second
sensor of linear accelerations (ay, a,, a); and

ii) estimating from said measurements a state vector com-
prising variables representative of a torsion imparted to
the object relative to a horizontal plane of a reference
frame of the user and further providing at least angular
velocities (w,, w,,) of the object in the reference frame of
the user which provide torsion-compensated displace-
ments (dy, dz) of the object in the plane surface.

35
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